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INTERMOT - ADVANCED - MOTORS 

IAM SERIES 
H7 MODEL 

 

Standard Series: 
IAM  3900-4300-4600- 
 5000-5400 H7 

Special Series: 
IAM  3900-4300-4600- 
 5000-5400/C H7 
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 TECHNICAL DATA  H7 
 

MODEL
IAM  
3900 
H7 

IAM 
4300 
H7 

IAM 
4600 
H7 

IAM 
5000 
H7 

IAM 
5400 
H7 

Displacement cc/rev 3907 4343 4616 5088 5384 

Specific Torque Nm/bar 62.2 69.1 73.5 81.0 85.7 

Max cont. 
Pressure bar 230 230 230 230 230 

Max int. Pressure bar 260 260 260 260 260 

Peak pressure bar 300 300 300 300 300 

Max continuous 
speed rpm 160 150 140 140 130 

Peak speed rpm 200 190 190 180 170 

HP 241 241 241 241 241 
Max power 

kW 180 180 180 180 180 
 

• N° of pistons: 7 

• Max case pressure: 6 bar 

• Max back pressure: 70 bar 

• Dry weight: 405 kg 

• Temperature range: -30°C ÷ +70°C 

• Minimum speed: 0.5 rpm 
 

FLUSHING PROCEDURE 
Flushing circuit for mono-
directional rotation. (*) 
Flushing flow: 20 l/min 
 

Hydraulic scheme 

(*) For more details about 
flushing go to pag. 9 
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SIZE 
IAM H7 3900-4300-4600-5000-5400 STANDARD SERIES 

 

SHAFT 
IAM H7 3900-4300-4600-5000-5400 

A1: Standard splined shaft A4: Conic shaft on request 

 

A2: Parallel shaft on request 
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TACHOMETER 
TA TB 

EST 

EST.30 

SPLINE BILLET 
SB10 SB11 
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 ORDERING INSTRUCTIONS H7 
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PERFORMANCES 

100 200 300 400 500 600 700
Volumetric flow rate [l/min]

0 50 100 150 200
0

2000

4000

6000

8000

10000

12000

14000

16000

18000

Speed [Rpm]

To
rq

ue
 [N

m
]

IAM 3900 H7

1

2

3

4

5

6

 60 bar

 120 bar

 180 bar

 230 bar

 260 bar

 300 bar

60 100 140 180 kW

0.
9

0.
9

0.9

0.9

0.
9

0.9

0.
92

0.
92

0.92 0.9
2

0.92
0.92

 
100 200 300 400 500 600 700 800

Volumetric flow rate [l/min]

0 50 100 150
0  

2000

4000

6000

8000

10000

12000

14000

16000

18000

20000

Speed [Rpm]

To
rq

ue
 [N

m
]

IAM 4300 H7

1

2

3

4

5

6

 60 bar

 120 bar

 180 bar

 230 bar

 260 bar

 300 bar

60 100 140 180 kW

0.
9

0.
9

0.9

0.9

0.
9

0.9

0.
92

0.
92

0.92 0.9
2

0.92
0.92

100 200 300 400 500 600 700 800
Volumetric flow rate [l/min]

0 50 100 150
0

5000

10000

15000

20000

Speed [Rpm]

To
rq

ue
 [N

m
]

IAM 4600 H7

1

2

3

4

5

6

 60 bar

 120 bar

 180 bar

 230 bar

 260 bar

 300 bar

60 100 140 180 kW

0.
9

0.9

0.9

0.
9

0.9
0.90.

92
0.

92

0.92 0.9
2

0.92
0.92

 
200 400 600 800

Volumetric flow rate [l/min]

0 50 100 150
0  

5000

10000

15000

20000

25000

Speed [Rpm]

To
rq

ue
 [N

m
]

IAM 5000 H7

1

2

3

4

5

6

 60 bar

 120 bar

 180 bar

 230 bar

 260 bar

 300 bar

60 100 140 180 kW

0.
9

0.9

0.9 0.9

0.
9

0.9

0.
92

0.
92

0.92 0.9
2

0.92
0.92

    

1 Continuous operation 4 Continuous operation with flushing 

2 Intermittent operation for period 3-5 minute every 10-15 
minute 5 Intermittent operation for period 3-5 minute every 10-15 

minute with flushing 

3 Intermittent operation for very short period (3-5 seconds 
every 10-15 minutes) 6 Intermittent operation for very short period (3-5 seconds 

every 10-15 minutes) with flushing 
The specified data are for product description purpose only and must not be interpreted as warranted characteristic in legal sense 

For more details please contact our Technical Department. 
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PERFORMANCES 
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1 Continuous operation 4 Continuous operation with flushing 

2 Intermittent operation for period 3-5 minute every 10-15 
minute 5 Intermittent operation for period 3-5 minute every 10-15 

minute with flushing 

3 Intermittent operation for very short period (3-5 seconds 
every 10-15 minutes) 6 Intermittent operation for very short period (3-5 seconds 

every 10-15 minutes) with flushing 
The specified data are for product description purpose only and must not be interpreted as warranted characteristic in legal sense 

For more details please contact our Technical Department. 


